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The shift from the use of simple pinpad entry or 
magnetic-strip card to a contactless smartcard method 
significantly improves the security in access control 
and enhances the capacity of information transfer. 
The latest application development from Cox Control 
complies with this market needs and is designed 
particularly for cost-saving access control application 
with high secured features.

By the use of Mifare contactless smart card technology, 
encoded access key and unique serial number realizes 
the advanced security protection between the users 
and the system. The integrated keypad provides an 
additional level of security by allowing the use of 
personal identification number (PIN). LCD display is 
able to tell the users the necessary information such 
as current time and status.

The weatherproof design and flush mount casing 
allows easy installation in anywhere. W110 contactless 
smartcard reader is a wiegand interface device and 
you will only take less effort to connect with wide 
range of controllers.



Specification
Input Power			 12V DC
Current			 Average 200mA typical
Operating Temperature	 0ºC ~ 50ºC
Operating Humidity		 10~99%
Dimensions			 113mm x 90mm x 28.5mm

RF module and antenna for MifareÆ contactless smart card (ISO 14443 Type A standard)
Up to 50 mm card read operation distance 
1 LED power indicator, 1 dual-color LED indicator
1 fixed toned buzzer
Silicon rubber keypad ( 0~9, #, * ) (Option: W110-01KX and W110-01FX)
16x2 Graphic LCD display (Option: W110-01DX and W110-01FX)
Weather proof plastic case standard IP54
26 bits or above Wiegand-Interface compatible
Flush Mount for U.S. standard gang box and U.K. junction box
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